
Autogas
The GC-1LZ pump
Longer on-times.
Quieter.
No need for phase 
converters.
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● �Developed for restrictive tanks and fuel-injected 
autogas vehicles requiring higher-than-normal differential 
pressure.  Quieter operation and longer on-times.

● �Allows for efficient use of direct single-phase current 
without the increased cost of expensive phase converters 
requiring large hp motors that consume more power.

● �Balanced loading design allows for smooth operation at 
higher differential pressure.

● �Superseal™ is standard.

● �Cambered and hardened gear set stays in liquid 
when vapor phase conditions exist in the pump.

● �13 gpm rated capacity with either 1 or 1½ hp motor.  
¾-inch inlet and outlet.

● �Built-in internal relief valve.

● �Identical mounting dimensions from motor feet 
to drive shaft and inlet/outlet centerlines as 
Smith D and E-series pumps.
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DIFFERENTIAL PRESSURE, PSI
Performance characteristics based on Propane @ 60°F
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Model GC-1LZ Performance Curve
For a more accurate 
representation of the delivery 
rate and horsepower required 
at a specified differential 
pressure, visit our website at 
www.SmithPumps.com

On the homepage, click on 
Product Selection, then click on 
Propane and Butane.

Use of our performance 
formulae is accurate through a 
broad range of temperatures, 
unlike performance curves 
which are based on a single 
temperature.
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Dimensions shown are for a 56C frame 1½ hp motor.  All dimensions are ±     inch.
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